
GRINDER PUMP VALVE BOX CLEAN-OUT DETAIL-NEAR PUMP TANK
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ALL PVC WILL BE SCHEDULE 80 AND THREADED
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MATERIAL LIST

TRACER WIRE INSULATED 12 GAUGE

GREEN COATED WIRE (SOLID CORE) TO

BE WRAPPED AROUND THE PIPE FROM

COLLECTOR MAINLINE AND CONTINUE

WIRE TO GRINDER PUMP CLEANOUT (AS

SHOWN).
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FROM PUMP TANK

TO COLLECTION

VALVE BOX

2 - 1-1/4"  45° BENDS8.

8

1

9.       1 -  1 1/4" WYE
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2 - 1-1/4"  FEMALE PIPE THREAD X HUB ADAPTER7.

6. 2 - 1-1/4"  UNION BALL VALVE PVC 

* STREET USE REQUIRES FOGTITE #2 CONCRETE BOX AND TRAFFIC BEARING LID (H-20 LOADING)

5.

4.

2 - 1-1/4"  UNION BALL VALVE PVC 

1-1/4" X 3" NIPPLE PVC 

3.

2.

*

*

1 - CARSON LID #1730  MARKED

1 - CARSON JUMBO BOX (PART #1730)

"SEWER" 

1.
1-1/4" POLYETHYLENE PRESSURE PIPE SDR 11

1 - CARSON JUMBO BOX (PART #1730)

ALL PVC WILL BE SCHEDULE 80 AND THREADED
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